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INFLUENCE OF DISCRETE RING STIFFENERS AND PREBUCKLING
DEFORMATIONS ON THE BUCKLING OF ECCENTRICALLY
STIFFENED ORTHOTROPIC CYLINDERS*

By David L. Block
Langley Research Center

SUMMARY

The buckling of eccentrically stiffened perfect orthotropic cylinders is the subject
of an analytical investigation in which prebuckling deformations and the influence of dis-
cretely located ring stiffeners are taken into account. By using energy principles, non-
linear prebuckling equations and linear buckling equations are derived. Solutions for
simply supported and clamped boundary conditions and for loadings of axial compression
and internal or external pressure are obtained by the method of finite differences and a
modified Gaussian elimination technique. For comparative purposes solutions are also
presented for the case where the ring properties are averaged and a Galerkin solution is
presented for the classical buckling (constant prebuckling deformations) of a simply sup-
ported cylinder with discrete rings. Computed results for two types of simply supported
large-diameter stiffened cylinders loaded in axial compression illustrate the influence on
the buckling load of prebuckling deformations, discrete rings, and eccentricity of applied
axial compressive loads; results for clamped longitudinally stiffened cylinders are com-
pared with previous test results.

The results show that the predicted buckling load may be substantially affected by
consideration of prebuckling deformations, eccentric loading, and discreteness of rings
and that agreement with experiment may be improved by including these factors.

INTRODUCTION

In the design of lightweight structures, an understanding of the various effects of
stiffening elements on the buckling behavior of cylindrical shells is important. The
importance of one of these effects, the eccentricity or one-sidedness of stiffening ele-
ments, on the buckling strength has been demonstrated in several studies. (See

*The information preseﬁiéd herein is based upon é thesis offered in partial fulfill-
ment of the requirements for the degree of Doctor of Philosophy in Engineering
Mechanics, Virginia Polytechnic Institute, Blacksburg, Virginia, June 1966.




refs. 1 to 8.) However, differences between experiment and theory (ref. 7) show a need
for additional considerations in the theories, such as prebuckling deformations, discrete
stiffeners, initial imperfections, and boundary conditions.

The importance of prebuckling deformations has been demonstrated for unstiffened
isotropic cylinders in references 9 and 10 and for stiffened isotropic cylinders in refer-
ence 6. In reference 6, however, only simple supports are considered and an approxi-
mate one-mode Galerkin solution is used to obtain the buckling loads. The importance
of discrete rings has been studied in reference 11 for simply supported orthotropic
cylinders in axial compression, but the theory used did not consider eccentricities of
stiffeners or prebuckling deformations. In reference 5 a discrete-ring theory is pre-
sented for stiffened isotropic cylinders but prebuckling deformations are neglected.

The purpose of this paper is to present a theoretical investigation of the effects of
both prebuckling deformations and stiffener discreteness on buckling of eccentrically
stiffened cylinders. The effect of discrete stiffeners is studied only for rings because
in stiffened cylinders of practical size, the longitudinal stiffeners or stringers are
closely spaced and therefore can be assumed to be averaged or "smeared out" over the
stringer spacing. The cylinders studied are assumed to have simply supported or
clamped boundary conditions and to be loaded by axial compression and a constant pres-
sure. Also investigated is the influence of eccentricity of the applied axial loads; that is,
the effect of applying the axial-load resultant at a surface other than the cylinder's mid-
dle surface. (See, for example, ref. 6.)

The analysis presented is applicable to a broad class of cylindrical shell struc-
tures, because the shell considered is constructed from orthotropic material with stiff-
ening elements on its surface. By proper definition of the orthotropic material constants
such an analysis can be used to predict buckling for a wide variety of stiffened shells —
for example, sandwich-type, corrugated, filament-wound, or isotropic cylinders.

Nonlinear prebuckling equations and boundary conditions and linear buckling equa-
tions and boundary conditions are derived for cylinders with discrete rings (appendix A).
Solutions to the prebuckling and buckling equations are obtained for simply supported and
clamped boundary conditions by the method of finite differences and a modified Gaussian
elimination procedure. (See, for example, refs. 12 and 13.) For comparison, solutions
are also presented for cylinders with rings that are considered to be smeared out (appen-
dix B), and for the classical buckling problem of a simply supported cylinder with dis-
crete rings and a membrane stress state prior to buckling (appendix C). Because of the
large number of parameters involved in the problem, results of a general nature are
impractical to present; thus, results in the form of sample calculations are presented for
two large-diameter axially compressed simply supported cylinders, and for clamped



longitudinally stiffened cylinders of the same proportions as the test cylinders of
reference 7.

SYMBOLS
A cross-sectional area of stiffener
A4B;,C
4 X 4 matrices defined in appendix D
A,B,C
Dx’Dy bending stiffness of orthotropic plate in longitudinal and circumferential
directions, respectively
Dy EsIs EsAsis2
D longitudinal bending-stiffness parameter, + +
X 1-pu_ 1 d d
Xy
ny twisting stiffness of orthotropic plate
E Young's modulus
EX, Ey . extensional stiffness of orthotropic plate in longitudinal and circumfer-
ential directions, respectively (for corrugated cylinders see ref. 8)
- E, ESAS
Ex longitudinal extensional-stiffness parameter, — +
- Byghy d
F1’F2’- . .,F11 constants defined in appendix D
G shear modulus
ny in-plane shear stiffness of orthotropic plate
1 moment of inertia of stiffener about its centroid
Io moment of inertia of stiffener about middle surface of shell
J torsional constant for stiffener
K,L matrices defined by equations (28)



Ly matrix defined by equation (27b)

M buckling-moment function of x defined by equation (35)
Mx’My’Mxy middle-surface moment resultants for stiffened shell
Mx’ﬁy’ﬁxy middle-surface moment resultants for orthotropic shell
Nx’Ny’ny middle-surface stress resultants for stiffened shell
—x’ —y’_xy middle-surface stress resultants for orthotropic shell
Ny magnitude of externally applied axial compressive load
N total number of rings on cylinder
P, 4 X 4 recurrence-relation matrices defined by equations (44) and (45)
lgi,éi recurrence-relation matrices defined by equations (31) and (33)
R radius of cylinder to middle surface of orthotropic shell (see fig. 1)
S . matrix defined by equation (27c)
S matrices defined by equation (28)
U,v,w buckling-displacement functions of x defined by equations (35)
7,={ %
A
VA
U
_)V

Zg = W

M
a length of stiffened cylinder (see fig. 1)
aq,bq,cq series coefficients of equations (C4)



a_b_,c series coefficients of equations (C6)

T
d stringer spacing (see fig. 1)
e distance from middle surface of cylinder to line on which I:Ix acts
h one-half the height of the stringer section (see fig. 2(b))
j _ integer
k total number of finite-difference stations along length of cylinder
l ring spacing (see fig. 1)
m p_umber of finite-difference spaces A between adjacent rings
n number of full waves in cylinder buckle pattern in circumferential
direction
p pressure (positive for external pressure)
q,r,s integers
t thickness of isotropic-cylinder shell wall
T . . . . . . Ag
t effective wall thickness of stiffened isotropic cylinder, e +t
u,v,w middle-surface displacements of orthotropic shell in x-, y-, and

z-directions, respectively

X,V,Z ofthogonal curvilinear coordinates with origin lying in middle surface of
orthotropic shell (see fig. 1)

z distance from centroid of stiffener to middle surface of orthotropic shell
(see fig. 1), positive if stiffener lies on external surface of shell

aqp,0q constants defined by equations (B3)

Rl

4 X 4 selection matrix defined in appendix D
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constants defined by equations (9) and (23)

constants defined by equations (B3), (B4), and (B5)
shear.ing strain at middle surface of orthotropic shell
shearing strain in orthotropic shell

distance between adjacent finite-difference stations

400
Dirac delta function defined so that S f(x)6(x~jl)dx = £(jI), where
-0
8(x-jl) =0 when x #ji

Kronecker delta, equal to 0 when i #j and equal to 1 when i=j
normal strains at middle surface of orthotropic shell

normal strains in orthotropic shell

strain in rings and stringers, respectively

constant defined by equation (B3)

constants defined in appendix D

Poisson's ratios for bending of orthotropic plate in longitudinal and cir-
cumferential directions, respectively

Poisson's ratios for extension of orthotropic plate in longitudinal and
circumferential directions, respectively

total potential energy of stiffened cylinder
strain energy of orthotropic shell

potential energy of external forces



Im_,1mI strain energy of rings and stringers, respectively

s
'I)r’q’rq
trigonometric series defined by equations (C8)
\Ilr,\Ifrq
Subscripts:
A prebuckling state
B small changes away from prebuckling state which occur at buckling
H integer denoting finite-difference station at which ring is located (see
eq. (19))
i index of finite-difference station
max maximum
r rings (circumferential stiffening)
s stringers (longitudinal stiffening)

A subscript preceded by a comma indicates partial differentiation with respect to
the subscript.

Primes indicate total derivatives with respect to x.
GOVERNING EQUATIONS AND BOUNDARY CONDITIONS

To develop the buckling theory for the stiffened cylinder, shown in figure 1, several
basic assumptions are made. The stiffened cylinder is composed of an orthotropic shell
stiffened by uniform, equally spaced rings and stringers, all having elastic properties.
The elastic constants of the orthotropic shell are taken as those given in reference 14,
with the assumption that the transverse shearing stiffnesses of the shell are infinitely
large. The stringers are assumed to be closely spaced so that their elastic properties
can be averaged over the stringer spacing. However, the rings are considered to be
located discretely along circumferential lines on the cylinder. In cases where rings and
stringers lie on the same surface of the shell, the effect of the joints in the stiffener



framework is ignored. The only applied loadings considered are an axial compressive
end load and a constant pressure load.

The equations are derived by obtaining strain-energy expressions for the shell,
stiffeners, and loadings and applying the method of minimum potential energy to obtain
the nonlinear equilibrium equations and boundary conditions of the configuration. This
derivation is presented in appendix A and is similar to the derivation presented in refer-
ence 4 except that orthotropic constitutive relations are employed for the shell and the
rings are treated as discrete members.

The nonlinear equilibrium equations which govern an eccentrically stiffened ortho-
tropic cylinder with discrete rings are

-
N =
Ny,x ¥ Ngyy =0
Ny,y * Nyy,x =0 @
Ny 0
- M -M -N - -2 -
Myxx ¥ Myy xy = My yy + R~ NxWoxx = NyWogy = Ny Wony +P )

where a comma denotes partial differentiation with respect to the subscript. The bound-
ary conditions to be satisfied at each end of the cylinder are

S
N, + X=0 or u=0
ny=0 . or v=0

. F©
M, +N.e=0 or w,X=0
Mx,x'Mxy,y+NxW’x+nyW’y=O or w=0 J

The stress and moment resultants in equations (1) and (2) are given by equations (A14)
in appendix A.

The nonlinear equilibrium equations and boundary conditions (egs. (1) and (2)) are
used to obtain the equations and boundary conditions which govern the prebuckling and
buckling of a stiffened cylinder with discrete rings. To obtain the prebuckling and buck-
ling equations, the displacements of the shell u, v, and w are assumed to be separa-
ble into two parts as fo}lows:



aly) =up @) +ugloy) |

v(x,) = V() + vp(x,5)

w(x,y) = W, (x) + wg(x,y)
J

3)

The first part, denoted by the subscript A, is an axisymmetric prebuckling displacement.
The second part, denoted by B, is the infinitesimal nonaxisymmetric displacement that

occurs at buckling.

Prebuckling Equations

The equilibrium equations which govern the axisymmetric prebuckling are obtained
from substitution of the axisymmetric displacement in equations (3) into equations (1) and

are found to be

N, =0 A
XA—
N =0
XA
N
1 YA )
-M_ +—=—-N_ wy, +p=0
Xp R XA A
J

where the primes denote total differentiation with respect to x.

(4)

The appropriate set of boundary conditions is found similarly from equations (2) to

be
NXA+I:IX=O or uA=0
NXyA=0 or vA=0
MXA"'IiIxé =0 or WA= 0
MXA + NXAW:A = or Wp = 0

(5)



In equations (4) and (5),

Nxy = TF}Z_,;YE‘A +3(va) + By %J v o SE‘A N iswl&] (62)
Ny s = T_ng—ﬁy ZA, ﬁxExg +5(va) ]} ]Zl O(x- 1) EpAy 2 (6b)
Nxya = nyvA (6c)

My, =- <1 —D[.}L{x“y + ES;OS>W1A Eg f:isz I: )y + ;( Aﬂ (6d)

The first of equations (4) and (5) require that Ny A" Constant = —I:IX. The second
of equations (4) and (5) require that ny AT Constant = 0 (no applied shear). From
equations (6a) and (6b) together with Ny A =-Nx, Ny, can be written as

ESAS
EE, + N ~
u E.A.Z " Y( ) E.A E ~
Ny, = i xishsts | d /0N ox-j) - flwy - — VX R
YATE (1 a 87 ER(1 - Bl R E,[1 %
( - uxuy) X ( - “'xliy) j=1 X( - ux/-Ly)
(7
where
- E E A
Ey = ~x~ + s's

1- fiyliy d

The equation determining the prebuckling deflection is now obtained from equa-
tions (4), (6), and (7) as

BIWXV + ,32“71,;L +|B3 + Z 5(X—]Z)B4 WA - Bg = 0 (8)
=1
where
D E.I E.A.7.2E
X s7s sfis%s x

(92)

B = + + = ~ ~
VT ugny - d Byl - lixliy)d

10



iy = 2By ixEgAgls
E.R(1 - figfly)d

B3 = Ty (E + ESAS)
=z ~ =~ Y\ X
ExR(L - fixlly) I
_ErA;
R2
E fig -
Bs = =— - ———Ng - P
" TERR( - Fxlly)
and Ig =I5 - Asisz. The boundary conditions are
MxA+I:IXé=O or W;\—':O
M,;A—IQIXWA=O or Wwu=0

The reciprocal relations Tley = TiyEx and uny = uny have been employed to

simplify the equations.

Buckling Equations

(9b)

(9¢c)

(9d)

(9e)

(10)

The equilibrium equations and boundary conditions which govern the buckling of a

stiffened cylinder with discrete rings are obtained by substituting equations (3) into equa-

tions (1) and (2). If only linear terms in the buckling displacements (subscript B

terms) are retained, and if identities (4) are subtracted out, the following buckling equa-

tions are obtained:

NXB,X + NXyB,y =0

NYB,y + NXYB,x =0
N
yB
—MXB,xx +M
- NYAWB,YY - ZnyAWB,xy =0

XYB,xy MYB,yy TR NXAWB’XX B NxBWA

(11)

11



with the boundary conditions

\

NxyB =0 or vg = 0

MXB =0 or wpx= 0 ?
and

1
or

WB =0 J

where

N, = x UR ¢ + WAWE x + Bolvy o + 2B
XB_l"ﬁxﬁy B,x AVBx t HylVB,y * R

Eghg

4 (uB,x +WAVB x - 5sWB,xx)

I ¥B, 1 '
= — VB,y + = + I‘LX<uB,X + WAWB,X)

N e wg
+ x-jOEpAr(VB y + = " ZrB,yy

1
nyB = xy(uB,y +VB x + WAWB,Y>

Esls

Dy
MXB = -[I—————_ uxuy(WB’XX + uwa’yy) + 4 WB, xx

EgAgZg ' -
- '—d“‘”(uB,x +WAVB x - ZsWB,xx)

12

(12)

(13a)

(13p)

(13¢)

(13d)



Dl[
= -
MYB 1- uxuy(wB’YY + “XWB,XX)

N
. = WB -
+ Zl 8(x-j1) EngrWB,yy - ErArZr(VB’y +R - erB,yyH (13e)
]:
Ggls N .
MXyB = |2Dyy + T Zl 8(x-31)GpJp WB, xy (13f)
]:

and

= 7 2
Ip =T, - ArZy

To solve the buckling equations (11) and apply boundary conditions (12), the prebuckling
quantities (subscript A) must first be determined by solution of the prebuckling equa-
tion (8) and boundary conditions (10). The solution of the prebuckling and buckling equa-
tions is discussed in the next section.

SOLUTIONS

In this section solutions of the prebuckling and buckling equations are obtained for
simply supported and clamped shells by use of the finite-difference method. The pre-
buckling and buckling equations are solved by employing a technique in which the system
of governing differential equations is changed to a system of second-order differential
equations and then these equations are written in terms of finite differences. The
resulting difference equations are then written in matrix form and solved by a modified
Gaussian elimination technique. Details of the solutions follow.

Solution of Prebuckling Equations

The governing equation for the prebuckling displacement, equation (8), is a fourth-
order, variable-coefficient, ordinary differential equation and is changed to a system of
second-order differential equations by letting

E=wp (14)

13



Now equation (8) can be written as

N
ByE" + Bok+ By + ) SGx-iDByWy - B5 =0 (15)
=1

The terms B; to By are defined by equations (9). Equations (14) and (15) are now the
governing equations for the prebuckling displacements.

When the derivatives occurring in equations (14) and (15) are replaced by finite
differences, a set of simultaneous linear algebraic equations for the values of wp and
¢ at discrete points along the length of the cylinder is obtained. The stations along the
length of the cylinder are taken to be equally spaced and are numbered from i =0 at one
end of the cylinder (at x = 0) to i =k at the other end of the cylinder (at x = a). The
following central-difference approximations for the first and second derivatives are used:

' f; - f'_
@) =_1%A1_1

(16)

£i.1 - 2f; + £
" - 1+1 1 i-1

where i indicates the station and A is the distance between adjacent stations. As a
consequence of employing central differences, there are also stations corresponding to
i=-1 and i=k+ 1. When equations (16) are substituted, equations (14) and (15) for

i=1,2,..., k-1 become

N
£ 1- 2. + g._l G'HB4
Bl Lt 21 1 +Bzgi+ B3+ 1A WAi-B5=0
P (17)
WAiy1 T 2VA T VA £ =0
AZ 1 J
where
oig =1 (i = H)
(18)

14



The subscript H denotes the difference station at which a ring is located and can be
expressed as

H = mj G=1,2,...,N) (19

where m is the number of difference spaces A .between adjacent rings and N is the
total number of rings on the cylinder as previously defined. Note in equations (17) that
the finite-difference procedure requires that the ring properties be averaged (or smeared
out) over one difference spacing A. At each of the stations, ‘g'i and w A; are unknowns;
hence, the total number of unknowns is 2(k + 1). Equations (17) represent 2(k - 1)
equations. The boundary conditions yield the four additional equations that are needed to
give 2(k + 1) equations and 2(k + 1) unknowns.

From equations (10), with the assumption that the shell has the same boundary con-
ditions at each end and is supported at the ends, the prebuckling boundary conditions at
x=0 and x=a are

=0
A (20)

My +f\IXé=O or wp=0

A

By using equations (6), (14), and (16), these boundary conditions can be written in terms
of finite differences at stations i=0 and i=Xk (atthe ends of the cylinder, x =0 and
x = a, respectively) as follows:

WAO =0
(21)
WA = 0
For simply supported shells,
3
Pe
£0 = B—l
) (222)
Be |
gk = B_
1 -/

15



and for clamped shells,

(22b)
A2£k - 2WAk-1 + ZWAk =0
In equations (22a),
~ [ EgAgzg
Bp = NX e - —= (23)
6 E.d

and B, is as defined by equation (92).

The governing difference equations (17) and boundary conditions (21) and (22) will
now be solved by a matrix technique. Equations (17) can be written in matrix form as

ZAi_1+LiZAi+ZAi+1=S (i=1, 2,...,k—1) (24)

and equations (21) and (22) as

KZp, + LZpy =8 (25)
KZAk-l + LZAk =S (26)
where
&
Zp = (27a)
i WA,
2 2
5, 2 Bz) (A By ABy 6iH>
-2+ —= +
L = £y A1 A1 (27b)
-A2 -2

16



s=¢ (27¢)

B
0 0 1 0 Eﬁ
K= L= §=¢"1 (282)
0 0 0 1 0
and for clamped boundary conditions,
_ {0 -2 1A% 2 _|o
K= L= S = (28b)

o
o
o
-
o

The set of matrix equations (24), (25), and (26) is solved by a Gaussian elimination
technique which has been formalized in reference 15. This method proceeds as follows:
The first of equations (24) together with equation (25) is solved for 2Z A interms of
ZAo; this result is substituted into the next of equations (24) and Zp, is found in terms
of ZAg, and so on. Finally, the last of equations (24) together with equation (26) deter-
mines Z A1 and then all of the Z A; are calculated in reverse order. In the proce-
dure just described, it follows from the first of equations (24) and equation (25) that

-1
Zpq = EJl - L‘lK:l [—ZA2 + 8 - éf;lj (29)
Now the general result for Z A; can be written in terms of Z Ay, 38

Zp; = PiZa, ,+Q (30)

i+l

17



From equation (29) and equation (30) for i =1, 51 and Ql can be determined as

P = ‘E—‘l - i‘lfél’l
8=ty - 197 - 5]

The substitution of Z A1 = 1_31_12 At Qi-l into the general equation (24) gives

(31)

- -1 -
Zp; = [Pi-l + Lﬂ EZA1+1 +8 - Qi—l] (i=2,3...,k-1) (32)
Thus
- - -1
Pi=—EPi_1+Lﬂ
N -1
Q1=E?i—1+1‘;] [S'Qi-l

where P1 and Q1 are given by equatlons (31). The recurrence-relation equations (33)
provide all the P and Q1 up to Pk 1 and Qk— . By using equations (26) and (30),
ZAy_1 canbe found explicitly as

(i=2,3...,k-1 (33)

- ol -
ZAk_1=|:I+Pk_1L lK:l I:Pk_18+Qk_]:I (34)
where
1 0
i=
0 1

Now ZAy 95 ZAg_ 35 + - +» ZA; canbe determined from equation (30). For this solution
the only matrix inversions for the Z A; are of 2 X 2 matrices; therefore the solution is
well adapted for rapid computer calculation. Once the Z Aj have been calculated, the
prebuckling displacements wp at any station along the cylinder are known.

Solution of Buckling Equations

The buckling load of a stiffened orthotropic cylinder with discrete rings can be
obtained by solving the previously developed buckling equations (11) along with boundary

18




conditions (12). In equations (11) and (12), the conditions of continuity around the cylin-
der are satisfied if

ug = U(x)cos ny W
R
= in &Y
v = V(x)sin R $
(35)
= ny
wp = W(x)cos R
= ny
MXB M(x)cos R J

where n, the number of circumferential waves, is an integer. The buckling equa-
tions (11) may now be converted to ordinary differential equations with variable coeffi-
cients. The variable M is included as an explicit dependent variable because the
eighth-order system of differential equations will be expressed for convenience, as four
second-order equations in u, v, w, and M. By making this change the finite-
difference method of solution previously described for the prebuckling equation can be
employed.

In buckling equations (11), one additional step has to be performed in order to pre-
vent the appearance of derivatives of x of higher order than two. A higher order
derivative in wg will appear when the NXB term is differentiated in the first of equa-
tions (11). This higher order derivative is eliminated as follows: Equation (13d) is
solved for WB xx and this result is substituted into equation (13a) to give Nyg in
terms of Mxp and derivatives of x of less than second order. In performing this
step and in substituting equations (35) and equation (7) for Ny 5, the following variable-
coefficient second-order ordinary differential equations for the buckling load are
obtained:

AU" - AgU + AgV' + AqwaW' + (AIWY& + A4)W' - AgwpW + AgM' =0 (362)

N N
~A3U' + AgV'' - |Aq + Z 5(x-j1)Ag|V - AgwaAW' - [Ag + Aqgwa + Z 8(x-jl)A11|W =0
=1 i=1

(36b)

19



N
(Alz - A13wx)U' + |Ag - Ayqwh + }: 6(x-jl)A11|V

=1
B N N
+ |-Ayp + Ny + Apgwp - Z 6(x-j1)Aqn|W" + [A1oWh - AjgWAWA - Z 8(x-j2) Aqg|W'
| =1 j=1
™ N
+ |A18 - Algﬁx + AggWa + Agqwa + Z G(X-jl)(Azz + A23WA) W-M'=0 (36¢)
L =1
~A1gU + DgW" - AjgwpAW' - AggW + M =0 (36d)
where
D Ely EgA 7 2
= X S*S S°Ss
Dy = +
1- pgpy d d

The coefficients Ay to Ag4q are given in appendix D. Equation (36d) is obtained from
equation (13d).

Writing equations (36) in finite differences at each station along the length of the
cylinder, using the same numbering system as in the prebuckling solution and difference
equations (16), and then writing the resulting difference equations in matrix form results

in the following matrix equation:

AiZp;_; + BiZp; + CiZB; ; = 0 (1=0,1,2,...,k (37

where

? (38)

M;j
L

and where the 4 X 4 coefficient matrices A;, Bj, and C; are given in appendix D. In
writing the matrix difference equations (37), the ring properties are again assumed to be
averaged over one difference spacing A as in the prebuckling solution. Also, as in the

20



prebuckling solution, the boundary conditions give the additional equations needed in
order to have the same number of unknowns as there are equations.

From equations (12), with the assumption that the shell is supported at the ends,
the boundary conditions on the buckling displacements are

\
NXB =0 or upg = 0
N =0 or v = O
wB = 0
Myp =0 or wpx=0
J

Equations (39) admit the possibility of eight different sets of boundary conditions (four
simple support and four clamped). By substituting equations (35) and writing in finite-
difference form, the eight sets of boundary conditions can be written in matrix form at
stations i =0 and i=k (atends of cylinder, x=0 and x = a, respectively) as
follows:

KOZB_l + ]_30250 + EI()ZB1 =0 (40)
KkZBk—l + ]—BkZBk+ akZBk+1 =0 (41)

where Zp is as defined by equation (38), and }_\, B, and C are 4 X 4 coefficient
matrices whose terms depend upon the selected boundary conditions and whose values
are given in appendix D.

In the 4 X 4 matrix coefficient expressions of equations (37), (40), and (41), the pre-
buckling displacements and derivatives at each station are determined from the pre-
buckling solution (egs. (30) to (34), along with the appropriate boundary conditions). The
matrix difference equations (37), (40), and (41) define a linear homogeneous system of
equations which have a nontrivial solution only if the determinant of the coefficient matrix
equals zero. For a specified pressure the lowest value of fIX for which this determi-
nant is zero represents the buckling load of the cylinder. This value is found by solving
the matrix difference equations by the modified Gaussian elimination method which was
described in the prebuckling solution. That is, the first of equations (37) and equa-
tion (40) are solved for ZBO in terms of ZB1 to give

-1
- - ~ 1 =
ZBg = EAOAO lBo + Bo] E‘\()Ao Co - C(ﬂZBl (42)
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The recurrence equation is of the form
ZBi = PiZBi+1 i=0,1,...Kk) (43)
and therefore PO can be determined as
S T
PO = EAOAO BO + Bg AOAO CO - CO - (44)
Now substituting ZBi_1 = pi_lzBi into the general equation (37) provides the result
-1 _
Pi = _l}ipi—l + B;J Ci (1 = 1, 2, ..oy k) (45)
where P is given by equation (44). Finally, equations (41) and (43) provide the result

[kak_ 1Pk + ByPy + Ek:lZBku =0 (46)

Now if for a value of ltIX the determinant of the coefficient of Zp in equation (46)
is zero, then this zero is a zero of the coefficient matrix and this value of ﬁx repre-
sents a possible buckling load of the cylinder. The above solution requires only the
inversion of 4 X 4 matrices for the determination of the buckling load and therefore is
well suited for rapid calculation on a digital computer.

The actual solution on the computer is done in the following manner: Initially
an n, the number of circumferential waves, and an ﬁx are selected (the initial values
for n and I:IX were taken in most cases to be the values obtained from a classical
solution, where wp is constant). The prebuckling displacement and derivatives at each
station are then calculated for the selected fIX and the value of the determinant of equa-
tion (46) is calculated; ﬁx is then iterated until a zero of the determinant corresponding
to the smallest value of ﬁx is determined. Then n is changed and the above proce-
dure is repeated to determine a new I:IX; the lowest value of I:IX which is determined is
then taken to be the buckling load. It should be noted that the presence of spurious singu-
larities in the determinant of equation (46) sometimes make determination of the zero of
the determinant difficult. This problem was resolved by employing the procedure
described in reference 16.

For all the computations a digital computer was used. Because the maximum
order of the matrix was 4, a large number of finite-difference stations could be used
without exceeding the storage capacity of the computer. For the calculations, the number
of stations was increased until an increase in the number of stations did not affect the
buckling load to within a specified accuracy. For the cylinders investigated, it was found
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that approximately 200 to 300 stations along the length of the shell were required for
proper convergence.

In order to evaluate and compare the effect of discrete rings, the solutions of the
prebuckling and buckling equations were obtained for the case in which the rings are
assumed to be smeared out. This solution is presented in appendix B. It was also of
interest to compare the buckling loads obtained herein with buckling loads obtained when
classical prebuckling deformations (W A= Constant) are assumed. For smeared rings
the buckling solutions, with classical prebuckling deformations and simple-support
boundary conditions assumed, are presented in reference 3. For discrete rings a
Galerkin solution of the classical buckling equations is presented in appendix C.

Buckling Shapes

The shape of the buckling displacement along the length of the cylinder was deter-
mined by employing the following procedure. The matrix of the coefficients of ZBk+1
in equation (46) is defined in the following notation:

211 a12 213 a4

_ _ _ a1 a2 a3 agq

[Py 1Py + BPy + Ty = (a7)
asy a32 as3 434
ag1 a4 243 244 |

The solution for each of the four elements of the column vector ZBk+1, in the notation
of equation (47), can be obtained as

a12 213 a14

Uky1 = | 222 ag3 224 (482)
a4 43 44
a11 213 214

Vi1 = 7| 221 a23 a4 (48b)
41 43 244
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a1 a12 a4

Wi 1 = |a21 ag9 agy (48c¢)
a1 a4 344
a11 a12 a13

Mg.1 = -]221 ag2 a3 (48d)
41 a9 43

Equations (48) determine the relative components of ZBk+1 and then the remaining
Zg; are calculated in reverse order by using equation (43). Once the Zp; have been
calculated, the buckling displacements wpg at any station along the cylinder are known
in terms of an arbitrary constant, Each buckling displacement is then divided by the
absolute value of the maximum displacement to obtain the normalized buckling

VB

displacements 'WBmaX l .

RESULTS AND DISCUSSION

Because of the large number of geometric and physical parameters involved in this
investigation, it is impractical to present results of a general nature. However, it is of
value to present some computed results for large-diameter cylinders in order to study
the influence of discrete ring stiffeners, prebuckling deformations, and eccentrically
applied axial compressive load resultants (applied axial load and edge moment). Thus,
computations of axial compressive buckling loads for boundary conditions of simple sup-
port were made for two types of stiffened cylinders appropriate for large-diameter
booster interstage structures: ring- and stringer-stiffened isotropic cylinders and ring-
stiffened corrugated cylinders. In order to compare theory with the test results of ref-
erence 7, computations of compressive buckling loads were also made for clamped inte-
grally stiffened and Z-stiffened isotropic cylinders.

The dimensions of the ring- and stringer-stiffened cylinders and of the ring-
stiffened corrugated cylinders are given in figure 2 and the dimensions of the integral
stiffened and Z-stiffened cylinders are given in reference 7. For the computations, the
material in the cylindrical shell and the material in the stiffeners were taken to be
identical, a value of 0.32 was assigned to Poisson's ratio for the stiffened isotropic
cylinders, and the expressions given in reference 8 were used to compute the orthotropic
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shell constants for the corrugated cylinder. Eccentricity effects of the stiffeners were
studied by moving the stiffeners from the internal to the external surface of the shell.
The results of these computations are presented in tables I to III and in figures 3 to 11.
Details and discussion of the computed results follow.

Ring- and Stringer-Stiffened and Corrugated Cylinders

The ring- and stringer-stiffened cylinders and the corrugated cylinders are sus-
ceptible to buckling modes of panel instability or general instability, depending upon the
number of rings on the cylinder and the eccentricity of the stiffeners. General instability
is defined as the buckling mode in which the rings deform radially and the cylinder wall
and rings buckle as a composite wall. Panel instability is defined as the buckling mode
in which the rings have little or no radial buckling deformation and the cylinder buckles
between rings. When discreteness of rings is accounted for, the mode of instability is
determined by inspection of the buckling shape.

For the calculations, simple-support boundary conditions of NXB =0, vg=0,
wg = 0, and MXB =0 were assumefl. The numloer of rings on the cylinders was varied,
and nondimensional buckling loads Nx/Ex or NX/EE (Where t is the effective thick-
Ag
d
(a) Discrete rings, taking into account "exact" prebuckling deformations (eqs. (30)
to (34) and eqs. (44) to (46))

ness of the isotropic cylinder wall, + t) were calculated by three separate theories:

(b) Smeared rings, taking into account "exact" prebuckling deformations (eq. (B2)
and eqgs. (44) to (46) with smeared-ring matrix coefficients of appendix D)

(c) Discrete rings, assuming constant prebuckling deformations (eq. (C7))

The term "exact" prebuckling deformations refers to the deformations due to the loading
and end-condition restraints that occur prior to buckling. Considering the prebuckling
deformations to be a constant gives a buckling analysis which has a membrane state of
stress prior to buckling (as done, for example, in refs. 1 to 5). This type of analysis
will be referred to as "classical' buckling theory. Calculations were also made by
employing the theory of reference 3 (eq. (15)), which is a classical buckling theory. For
these calculations, general instability represents the case where the rings are smeared
out, and panel instability is taken to be the buckling load which is obtained by considering
a simply supported cylinder whose length is equal to the ring spacing.

The nondimensional buckling loads for ring- and stringer-stiffened isotropic cylin-
ders and for ring-stiffened corrugated cylinders are presented in tables I and II and are
shown in figures 3, 4, and 5. The calculated values in the tables are given for the gov-
erning mode of buckling, panel or general instability (panel-instability values are denoted
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by a footnote). In the figures, the nondimensional buckling load I:IX/Ef for ring- and
stringer-stiffened cylinders and IA\IX /Ex for corrugated cylinders, is plotted against N,
the number of rings on the cylinder. The buckling loads for N =0 correspond to buck-
ling of a cylinder with no rings on it. For the calculations presented in tables I and II
and figures 3, 4, and 5, the stiffened cylinders are assumed to have the compressive load
applied at the middle surface of the cylindrical shell (e = 0); therefore, the prebuckling
state has a moment boundary condition equivalent to that of the buckling state

(MXA = MXB = 0).
The computed results for isotropic cylinders stiffened by internal rings and stringers
are presented in figure 3. The curves shown in the figure are results obtained by using

" the classical theory of reference 3. The symbols denote results obtained from the pres-

ent solution and the comparative solutions presented in appendices A and B. (A similar
convention for curves and symbols is followed in figs. 4 and 5.) In figure 3, the coin-
cidence of the curves and square symbols suggests that, in using classical theory, the
differences resulting from treating the rings as smeared or discrete members are negli-
gible. When the triangular symbols are compared with the solid curves, the effects of
accounting for exact prebuckling deformations in general-instability solutions for
smeared rings appear to be small. However, the large differences between the circular
symbols and the curves indicate that when both discreteness and prebuckling deforma-
tions are taken into account, as is done in the present theory, the predicted buckling loads
are substantially lower than results obtained from classical solutions. Furthermore,
although results of the classical solution indicate that a transition from panel to general
instability will occur when the cylinder is stiffened by more than three rings, the present
solution suggests that panel instability occurs in cylinders with as many as seven rings.

A possible explanation of the large differences between classical buckling loads and
mode shapes and those obtained from the present solution is associated with the assump-
tion in the present calculations that the load is applied at the middle surface of the cylin-
drical shell (¢ = 0). In the classical solution of reference 3, load is applied (implicitly)
near the stringer-shell centroid. (See the discussion in the appendix of ref. 4.) Substan-
tial effects of loading eccentricity (i.e., the effect of varying &) have been noted in refer-
ence 6 for longitudinally stiffened cylinders, and the present results suggest that these
effects persist in certain ring- and stringer-stiffened cylinders.

For isotropic cylinders stiffened by external rings and stringers, figure 4 again
indicates substantial differences between results obtained from classical solutions and
results based on the present theory. As in the case of the internally stiffened cylinders,
classical solutions with smeared rings and with discrete rings give virtually identical
loads. The effect of accounting for prebuckling deformations in general-instability solu-
tions for smeared rings is somewhat larger than that noted in figure 3 and is again
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believed to reflect the loading eccentricity effects already mentioned. Note that the use
of the present theory for cylinders with less than three rings yields panel-instability
loads that are actually higher than classical buckling loads. Both theories predict tran-
sition between panel instability and general instability at nearly the same ring spacing.
The coincidence of the triangular and circular symbols on the figure is a consequence of
the expected result that increasing the number of rings diminishes the effects of
discreteness.

For the ring-stiffened corrugated cylinders studied, the computed results presented
in table IT and shown in figure 5 indicate that the effect of "exact" prebuckling deforma-
tions on the buckling load is negligible. This result is expected because for an axially
compressed cylinder, prebuckling deformations are a function of Poisson's ratio, and for
a corrugated cylinder the value of the extensional circumferential Poisson's ratio '['J.y
is very small. (See ref. 8.) The results for corrugated cylinders also show negligible
effects due to discrete rings.

Stringer-Stiffened Cylinders

The influence of &, the eccentricity of the applied axial compressive load, on the
buckling load is presented in table III and is shown in figure 6 for an isotropic cylinder
stiffened by internal and external stringers (dimensions given in fig. 2(b)). For the cal-
culations, simple—sulzport boundary conditions NXB =0, vg=0, wg=0, Mxp = o0,
wp =0, and Mx At Nyé =0 were assumed. In figure 6 the nondimensional buckling
load I:Ix /ET: is plotted against the nondimensional distance &/ h, where & is the radial
distance from the cylinder's middle surface to a circumferential line on which the applied
load f\Ix acts and h is one-half the height of the stringer. (See fig. 2.) An eccen-
trically applied compressive load is equivalent to an axial compressive load applied at
the middle surface of the cylinder plus an axisymmetric end moment. The results pre-
sented in table III and figure 6 show that the buckling loads for these cylinders are quite
sensitive to the radial position at which the load is applied to the ends of the cylinder.
Note that the maximum buckling loads of the configurations investigated can be as much
as six times as great as loads obtained by considering alternate loading positions. This
increase or decrease in load is an interesting phenomenon for it suggests that the design
of end fittings may have an important influence on the strength of stiffened cylindrical
structures such as launch-vehicle interstages. This effect, of course, does not occur
with clamped cylinders.

In figures 7 and 8, the experimental and theoretical buckling loads are shown for
the integrally stiffened and Z-stiffened test cylinders of reference 7. In these figures,
the nondimensional compressive buckling load ﬁx / Et has been plotted against the
length-radius ratio a/R. Calculated curves are shown for the four sets of clamped
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boundary conditions given by equations (39), for internally and externally stiffened cylin-
ders. These curves were computed by employing the solutions given by equations (30)
to (34) and equations (44) to (46), where, for the selected clamped boundary conditions,
the proper terms of the selection matrix & are chosen (see appendix D). Also shown
for comparison are the curves for the clamped solution of reference 7, which is a classi-
cal buckling theory. The computed results in figures 7 and 8 show for the externally
stiffened cylinder substantial changes in the buckling load due to taking into account
"exact' prebuckling deformations. (Compare the classical-theory curves with the solid
curves.) Substantial changes also occur as a result of considering different in-plane
boundary conditions. (Compare the solid curve with the dashed curves.) For the inter-
nally stiffened cylinder, there are only slight changes in the buckling load due to these
effects. The agreement between theoretical and test results shown in figures 7 and 8 is
generally good, and it is better when prebuckling deformations are considered than when
they are neglected.

Prebuckling and Buckling Shapes

In figures 9 to 1i, representative axial prebuckling and buckling shapes are shown
for the simply supported stiffened isotropic cylinders previously presented in figures 3,
4, and 6. Infigures 9 to 11, the "exact" nondimensional prebuckling deformation wp [t
or the normalized buckling deformation wpg / ,WBmaX is plotted against the cylinder
length x/a.

In figure 9, prebuckling and buckling shapes are shown for cylinders stiffened by
external rings and stringers and by internal rings and stringers (all with four rings).
Buckling results for these cylinders were presented in figures 3 and 4. The prebuckling
shapes shown in figures 9(a) and 9(c) are quite different from the usual prebuckling shape
of Foppl found in unstiffened cylinders (ref. 17). The buckling shapes illustrating
general-instability and panel-instability modes of buckling, respectively, are shown in
figures 9(b) and 9(d).

Prebuckling and buckling shapes for the longitudinally stiffened cylinders of fig-
ure 6 are shown in figures 10 and 11. The curves in figure 10 indicate that prebuckling
shapes are sensitive to changes in the loading eccentricity parameter &/h and that
large differences in prebuckling shapes exist between internally and externally stiffened
cylinders with similar values of &/h. These results are reflected in the buckling loads
presented in figure 6.
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CONCLUDING REMARKS

An analytical investigation has been presented of the buckling of eccentrically stiff-
ened orthotropic cylinders, with discretely located ring stiffeners and "exact" prebuckling
deformations included in the analysis. Nonlinear prebuckling equations and boundary
conditions and linear buckling equations and boundary conditions have been derived by
using energy principles, and solutions for simple-support and clamped boundary condi-
tions have been obtained by the method of finite differences for cylinders loaded with any
combination of axial compression and lateral pressure. Solutions were also obtained for
"smeared' rings, and a Galerkin solution was obtained for the classical buckling problem
(simple membrane prebuckling state) of a simply supported cylinder with discrete rings.

Results of sample calculations have been shown for two types of axially com-
pressed, simple supported, large-diameter, stiffened cylinders in order to illustrate the
influence on the buckling load of prebuckling deformations, discrete rings, and eccen-
tricity of applied axial compressive loads. In addition, the buckling loads of clamped
longitudinally stiffened cylinders are presented in order to compare the present solutions
with available test results.

The calculations presented, which take into account "exact'" prebuckling deforma-
tions, indicate the following:

1. The buckling load may be either substantially greater or less than that predicted
by classical theory.

2. The transition between panel- and general-instability modes of buckling is dif-
ferent from that predicted by classical theory.

3. The buckling load may be decreased for cylinders with few rings by considering
the rings to be discretely located; thus, the common practice of ''smearing" rings in
design analysis can be unconservative.

4. The buckling load may be substantially increased (as much as six times for the
cylinders studied) or decreased, depending upon the radial position from the cylinder's
middle surface at which the axial compressive load is applied at the ends of the cylinder;
thus, the end-fitting design may have an important influence on the strength of stiffened-
cylinder structures such as launch-vehicle interstages.

5. However, the results for the ring-stiffened corrugated cylinders confirm the
conclusion that effects due to considering prebuckling deformations and discrete rings in
corrugated cylinders are negligible.

6. The agreement between test results and theory is better than that previously
achieved with theories that do not take into account prebuckling deformations.
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The calculations show the sensitivity of stiffened cylinders to the investigated effects
and, thus, demonstrate the need for calculations which accurately account for details of
shell geometry and loading when investigating the stability of stiffened shell structures.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Station, Hampton, Va., March 13, 1967,
124-08-06-26-23.
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APPENDIX A
DERIVATION OF GOVERNING EQUATIONS

In this section the nonlinear equilibrium equations and boundary conditions for an
eccentrically stiffened perfect orthotropic cylinder are derived by obtaining strain-
energjr expressions for the shell, stiffeners, and loadings and by applying the method of
minimum potential energy.

Strain-Displacement Relations

For the coordinate system shown in figure 1, the Donnell type nonlinear strain-
displacement relationships can be written as

XT - Ex IXX
€y = €y " ZW,yy (A1)
YXYT = Yxy " ZZW,Xy
where
1
€Ex = u’X + iw,xz w
- w_ 1. 2
ey =Viy t R+ 5Woy P (A2)
Yxy = Wy + Vix + WyxW,y )

The guantities u, v, and w are the displacements of the middle surface of the ortho-
tropic cylinder wall and a comma denotes partial differentiation with respect to the
subscript.

The stiffeners are assumed to behave as beam elements, and thus the stiffener
strain-displacement relations can be written as

€yr = €y T ZWoyy
(A3)

€xg = €x = ZW,xx

where the subscripts r and s denote rings and stringers, respectively. Equa-
tions (A3) specify that the displacements are such that the strain varies linearly across
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the depth of the stiffener and satisfies compatibility of the displacements between the
stiffener and the surface of the shell to which it is fastened.

Energy of Stiffened Cylinder

Orthotropic shell.~ The strain energy of the orthotropic shell II, can be
expressed in terms of resultant middle-surface forces and moments as

27R — — —
me =1 f 5 (Fxex + oyray + Nyey = Mt + 20w, - Myw,yylax dy  (a9)

where (see ref. 14)

S
- EX ( ~
= = €x + UyE )
X7 1. pi X vy,
- E ~
Ny = o~ (ey + U'XEX)
1 - pxpt
Ny = Gy
Xy Xy’Xy
) (A5)
_ D
X
My = 1- Bxly (W’XX + “YW’YY)
— D
y
- w + LW
y 1 - I“LXIJ'Y( ’yy I“Lx ’}Q{)
Mxy = nyw’xy
</

and ey, ey,\ and 7xy are given by equations (A2),

Rings.- If the rings are considered to be equally spaced and discretely located
along the length of the cylinder, the strain energy II, of N rings can be expressed as

1 S‘ZWR S‘ E d G 2 d (A6)
== €y Ay + Gpdpw, y
158 2 2 T rYrW¥.xy x=i1

where dA;, is an element of the cross-sectional area of the ring A,, GpJp is its
twisting stiffness, and [ is the ring spacing. In equation (A6) it is assumed the total
circumferential arc length of the ring is approximately the same as that of the middle
surface of the shell. -
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In the energy expression, the first term is the expression for the energy associ-
ated with bending and extension of a beam and the second term is inserted as an approxi-
mation to the energy due to twisting of the ring. The approximation for energy due to
twisting results from assuming that the ring twists in such a fashion that its angle of
twist is equal to the angle of twist of the shell.

When the ring strain-displacement relation (eqs. (A3)) is substituted into equa-
tion (A6) and the integrations are performed over the ring area, the strain energy for
N rings becomes

| 2R 2 5 _ 2
Op =3 z S‘o yo (ErAI‘Ey - 2EpfrZrWoyyey + Erlo, Wy
=1

2 .
+ GpI oW, iy )6(x—]l)dx dy (AT)

where 2z, is the distance from the centroid of the ring to the middle surface of the
shell, Ior is the moment of inertia of a ring about the middle surface of the shell, and
6(x-jl) 1is a Dirac delta function defined so that

(™ s0te-iax = 162) (x = i)
—00 (A8)
8(x-jl) =0 (x#jl)

Stringers.- If the stringers are assumed to be closely spaced so that their elastic
properties can be averaged over the stringer spacing, the strain energy of the stringers
IIg can be taken as

: 21R ~a (EA 2EgAg7 Eslo GgJ
_1 ‘Y S‘ sfs 2 _4hgAgzZg s 2 Gedg 2
g = 2 Jo 0 < a €x —a €ExWisx + d Wixx + e Wixy dx dy (A9)

where d is the stringer spacing and the subscript s is used to denote stringer
properties.

Applied loads.- The potential energy Hy, associated with applied loads of con-
stant pressure p (positive for external pressure) and an externally applied load
resultant Ny (positive in compression) is

27R ra 27R - a
g, = X ‘f pw dx dy + y Ny (u - w,y )| dy (A10)
0 0 0 0
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where € is the distance from the middle surface of the orthotropic shell to the line on
which the load resultant Ny acts. The distance e is introduced so that loadings of
applied edge moments and axial loads may be represented by a statically equivalent force
system.

The total potential energy of the stiffened cylinder II is the sum of the energies
given by equations (A4), (A7), (A9), and (A10):

D=1, + 0p + g+ IO (A11)
c r S L

Equilibrium Equations and Boundary Conditions

The nonlinear equilibrium equations and boundary conditions are obtained from
equation (A11) by applying the principle of minimum potential energy, which requires the
vanishing of the first variation (6II = 0). After integration by parts and proper
regrouping, the nonlinear equilibrium equations for an eccentrically stiffened orthotropic
cylinder with discrete rings obtained in the above manner are

Nyy + Nxy,x =0 (A12)

N
- - A - - -
_Mx,xx + Mxy,xy My,yy + R NyW, 3y - NyW,yy ZNwa,Xy +p=0

with the following boundary conditions to be satisfied at each end of the cylinder:

~ ™
Ny +Ng=0 or wu=0
Nyy =0 or v=20
¥ (A13)
My + Nye =0 or w, =0
My x - Mxy y + NyW,x + NgyW,y = 0 or w=0 )

The stress and moment resultants in equations (A12) and (A13) are

Ex 1.2 w 1. 2\ EsAg 1. 2 -
Nx = I_-_WEX +5Wx * “Y(V’Y *RYZVy ) * T(“’X tgWx T ZSW’XX) (a142)

34




APPENDIX A

EX L1y 2 1. 2
N [Y R taW +uX(u’X+§W’x)

Y = T< fixhy
1 2 =
Z 3(x-1)ErAr(vy + X+ 2w, g? - E1W,yy) (A14b)
j=1
Nyy = GXY(u’Y +Vox * w’xWay) (Al4c) -
Dx Eslog EgA Zg 1 2

"1 ey — VT g \Wx*3 4

MX [1 — ,LLXLLY(W’XX + IJ-yW,yy) + d W’XX d (u’X + 2W’X ) (Al d)
N -
My = -{ TS, + W +Ea(x-'z)EIw - EpA iz, w,ly 2)
y 1 - ux“y( ’Yy X ’XX) j—l ] I Or ,yy' rir ’Y R 2 ’y

(Alde)
(A14f)

GsJ
Myy = [2Dyy + 22 + Z O3 0Gr Ty
=1

Equations (A12) and (A13) appear in the body of the paper as equations (1) and (2)
7
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SOLUTION OF PREBUCKLING AND BUCKLING EQUATIONS
FOR SMEARED-OUT RINGS

Prebuckling Solution

It is of interest to present the solution of the prebuckling equation for the case in
which the rings are assumed to be smeared out over the ring spacing in order to com-
pare it with the discrete-ring case. When the rings are smeared out, the discrete-ring
prebuckling governing equation (8) becomes the following constant=coefficient differential

equation:

B
+ BzwA" + ([33 + 74)WA - Bg=0 (B1)

e

BiWa

where [ is the ring spacing and ,81 to Bs are defined by equations (9). Equa-
tion (B1) has the following analytical solution that satisfies boundary conditions (10):

Wa = 1 Sin ¢1X sinh @9x + yg sin a1x cosh a9x + y3 cos ayx cosh agx

+ y4 €OS a1X sinh ag9x + 6564 (B2)
Bg +7
where : N
B4
wy = 12, P2 I iy
1 2 " 4B B1
(B3)
2 B Bs ?
N L -
*27 7 " 2p A
+ —
3 7 J
For simply supported shells,
2_,.2
vy = B5( 04164) - Bg 3 (B4a)
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2 2 .
B Brlas® - & 204098z sin 4a
(cos @qa - cosh aza) sinh aya =6, 5( 2 1 ) 417275 1
81 B4 Ba
B3 + T Bg + T
Y2 = (B4b)

2a1a2Kcos o/qa sinh aza)z + (sin @qa cosh aza)‘z]

2 2 ;
B Belas® - 204058 sinh aya
(cos @qa - cosh aza) sin o a —§+ 5( 2 1 ) - 17275 2

B1 B B
Bg + _lé Bg + 74‘
Y4 T (B4c)
200406 |[cOs o asinhaa2+ sin « acoshoza2
1-2 1 2 1 2
For clamped shells,
o 2+a 2\sin o a sinh ¢qa - & sinhza a+sin2a a
v = Bs 2 1 1 2 1%2 2 1 (B5a2)
Bg + 6_4 azzsinzala - alzsinhzaza
l
B (cos oqa - cosh aza)(azzsin @qa - a0y sinh aza) (B5b)
Y9 = Bb5b
33 + Elfl_ azzsinzala - ozlzsinhzozza
Bs (cos aqa - cosh aza) (alzsinh aga - @yQg sin ala)
4= g 3 2 3. 3 (B5¢)
B3 +74_ ag”sin“aya - a;”sinh®aya

In equations (B4), Bg is defined by equation (23). Similar types of solutions for pre-
buckling displacements are reported in references 6, 9, and 10,

Buckling Solution

. When the rings are assumed to be smeared out over the ring spacing, the buckling
equations (11) and boundary conditions (12) are still applicable except that the stress and
moment resultants defined by equations (13) are defined as follows:
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~\
w

E E A, w
_ _B B _
Nyp = T #xliy I}B y+rg+ Iix(uB x + WAWB Xi] = (VB vt R Zr“’B,yy)

Dy EI,
Myg = _[1 - Hgh (WB,yy + xWB,xx) + ——WB,yy
y ) . (B6)
EpApzZy w

GsJs , Grdr
Myyp = (2ny+ a I )WB,XY )

and NXB’ MXB’ and nyB are as previously defined by equations (13) and I is the
ring spacing. Similar equations for stiffened cylinders are presented in reference 4
except that an isotropic shell is used in reference 4 where an orthotropic shell is con-
sidered herein. To solve the smeared-ring buckling equations (11) for the boundary con-
ditions considered herein, the finite-difference method is used. The procedure is exactly
the same as previously described for the discrete-ring case, and equations (35) to (46)
are the same except for the following three changes: the prebuckling displacements and
derivatives are given by the analyt1c solution of equation (B2); the summation and the

Dirac delta function Z 6(x-jl) are replaced by l/l in the buckling equations (36)
j=1

(A1 to A9, are defined the same); and the matrix coefficients A;j, Bj, and C; of

equations (37) are defined in appendix D.

For the numerical computations, a computer program similar to the program for
discrete rings is used with the smeared-ring matrix coefficients A;, Bj, and Cj, and
with the prebuckling displacements given by equation (B2). The same procedure of cal-
culating the buckling load ﬁx is used.
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CLASSICAL BUCKLING SOLUTION FOR DISCRETE RINGS
When the classical prebuckling displacement state is assumed (that is,

WA = Constant), the classical-theory buckling equations for a stiffened orthotropic cylin-
der with discrete rings can be determined from equations (11) as

-
NXB,x + NXYB,y =0
Nyg,y * Neyp x =0 ) (C1)

N
YB % _
'MXB,xx + MXYB,xy - MYB,yy +—R* NyWB xx + PRWB yy = 0 J

with boundary conditions of

\
Nxg = 0 or ug=0
MXB =0 or WB’X =0
Mxp - Mxyp - NxWBx =0 or wp=0
where
- Ex ~ VB EgAg -
NxB = WE‘B,X + Uy(VB,y + “ﬁ"ﬂ R (uB,x - ZSWB,XX) (C3a)
N
E v . Z . Vg
Nyg = %("B,y + Rt uqu’X> + 5(X—]l)ErAr(VB’y +g - ZrWB,yy) (C3b)
HxHy j=1 .
Nyyg = Cxy(UB,y + VB,x) (C3c)
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E_A_z
s's’s -
B '(uB,x - ZsWB,xxi] (C3d)

N :
My, = - _DL_(WB,yy + [J.XWB,XX) + Z 6(x'jl)l%:rIrWB,yy
P

B -
- wvpg .
- ErArzr(VB,y t g erB,yy>j| (C3e)
Ggl R
_ sls i
MxyB = 2ny + 4 + Zl 0(x-j2)Gpdp WB,xy (C31)
].':

and I:Ix is the compressive load, Ny AT -pR, and NXYA =0.

To obtain a solution for the buckling load which satisfies boundary conditions (C2)
of classical simple support (VB = NXB = MXB =wpg = 0), the buckling displacements are

taken as

o0
- cos 1Y Z arx
uB = COS R Cq CcOos a
q=1
(e o)
vg = sin ‘—‘1%1 Z by sin LZ > (C4)
q=1
x
- cos ¥ Z in 97X
WB = COS R aq Sin Y

q=1 J

where n is the number of circumferential waves and the coefficients ag, bq, and Cq

are to be determined.
Use of the Galerkin method and a procedure similar to that of reference 11 yields

the following set of equations for the unknown coefficients ag, bg, and cq:
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21R
‘Y S‘ Qx (u,v,w)cos 5Y cos ﬂ dxdy=0

R

27TR
S‘ 5 Qy(u v,Ww)sin _X sin ﬂ dxdy=0

21R pa
5Y gip I™X =
‘S.O §0 Qz(u,v,w)cos 5 sin— dxdy =0

where Qq, Qy, and Q,

<s=0, 1,2, ..
? r=1, 2, 3,

J

) (c5)

are the result of substituting the series for the buckling dis-

placements u, v, and w, equations (C4), into the governing equations (C1).

From equations (C5) the resulting system of equations is determined as

-Flcr + szr + F3ar =0

N 0o
2F :
_ _ . TTj a7
cmr F4br = . sin N1 Z bq sin 1
]:1 q:
9Fy N N
- FGar‘T7 Z sin gy Z ag S1nﬁ(MJ—1-=O
]:1 q:l
F Fab _ZF _rmj N b~ sin 37T
3¢r - ¥6Pr - 3 SIM T+ 1 q ST
j:l q:l
2 2
r n
o - of) - on(ae
N 0o
2(Fg + F .
( 9 10) Z sin 2Tl Z ag sin A7
a : N+1 1
]:1 =
N
2F11 \ rr 97 cos -4 1
-3 Z 5 ¢o N + 1 Z ag 5 cos =0
=1 q=1

v (r=1,2,...) (C6)

-

where Fjp to Fjj are defined in appendix D. Equations (C6) give the criteria for
buckling if the determinant of the coefficients vanishes, that is,

|Arq| = 0

41



APPENDIX C

By combining equations (C6), the following determinant of the coefficients a, can

be obtained:

lArql = EFB + (Fg + FIO)QI‘ + Fll‘I/r

Fo(Fg + Frd.) - F3(Fy + F53y)
Fi(Fy + Fgd,) - Fy2

+F3

F3Fg - Fy(Fg + Frd,)
Fy(Fy + F5d,) - Fo2

+ (F6 + F-;cbr)

2. I‘7T2 nz
g Nx('a‘) - PR(R) [orq * FoPrq + F11¥rq
=0 (r=1,2,...; g=1,2,...) (C7)
where :
N N
q>r=ZZsin2LJ_
a N+1
j=1
N
@, =2 Zsm I7) n 370
q 2Ly N+l N+l
N, ’ (C8)
_2 rm 2 r7j
WT’aZ(a) oS N1
j=1
N
_2 \ rmgm roj q7j
¥rq=F ) S cos FTL cos L,
=1 y

Examination of the determinant given by equation (C7) reveals that the terms with
r and q odd are not coupled with the terms with r and q even. Thus, the deter-
minant of equation (C7) may be separated into two determinants, one for r and q odd
and one for r and q even. The determinant for r and q odd represents a sym-
metrical w-deformation and the determinant for r and q even represents an antisym-
metrical w-deformation. The form of these two determinants is identical to the deter-
minant of equation (C7) except for the mentioned restrictions on r and q. Each
determinant given by equation (C7) (r and q odd,or r and ¢ even) is in the form of
a standard\ eigenvalue problem and is solved on a digital computer. When computing the
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buckling load, each determinant is minimized numerically for integral values Qf n, the
number of circumferential waves in the buckle pattern, and the buckling load is taken to
be the absolute minimum obtained from the r-and-q-odd determinant and the r-and-q-even
determinant. The size of the determinants (r) is determined by requiring that the buck-
ling load converge to a desired accuracy. For the calculations presented herein, the size
of the determinants was increased until the buckling load between a determinant of a
specified order and a determinant of one less order did not vary to within a specified
accuracy. For the cylinders considered herein, a maximum of 10 terms was required

for convergence of the series given by equations (C4).

43



44

APPENDIX D

FORMULAS FOR COEFFICIENTS

The coefficients Ay, Ag, . .

., Ag4 appearing in equations (36) are as follows:

EgAg Dy N Eglg
]_)Xd 1- IJ-xIJ-y d

n

E
A = ~X =
1- HxHy
2
n
Ag = Gyy (-ﬁ)
E ~
A3 = —‘)ifl_%—
1- Exly
Ag = Exuy
_ EgAgZg
D,d
Ag = Gxy
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Eyfix

h2 s R(1 - Pxfly)

Ex EgAg
Aqg = — +

1- lJ'x'lIy d

~

Exli n
Ay =—231— 2

1 - Tixly R
Dy 1 GJ 2
- yHx sYS (g_)
A5 (1_ uxuy+2ny+ 3 ) R
EsAgZs
Me=—3 —

it

A1g = =
+ EX(l - ﬁxﬁy) R
EylixEgAgZ 2 Eyli
Agg = yHxigAgZs (%) _ R(l -Xﬁzﬂy)

Ex(]‘ - ﬁxﬂY)d
Ey (Ex + ____ES(;‘S> n 2
A1 = EXR(I _ ﬁxﬁy) ﬁ)

4 2E.A.Z,.n2 EyA
- 2\/n roriry ror
A22 = (EI‘II‘ + ErArZr )(ﬁ) -+ R3 RZ
A ErArn2
23 R3
A __Dx_p‘y_.(ﬂ)z
24 — 71 2 Hxhy R
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The coefficient matrices A, Bj, and C; appearing in equation (37) are as

follows.

For discrete rings:

. | | l —
1 AAg " ANy . AAsj
M v T T \WA - '2'WA)A1 "3 T3
e e e e e - L L 1 - - -
1 1 , .
AAg 1 ' AAgwa
2 1 AG 1 2 : 0
e e o e e e - o _ _ b e e L e e e e o o e e e e e e 1o - - -
! 1 .
Al = ! ! A ﬁ- A " A(A A ) 1
A " | o TR15 F Ny + A16WA T 3 {A13WA - A12)WA
g(M3Wa - A1g), 0 : -l
1 LS A17 I:6gi+1!H _ 6'H _ a!i—llH] '
1 1 A 4 1 4 .
- .- - = - = - le = = = - e e e e e e e e e e e e e e = e = - - f- - - =
AA ! ! — AA ,
216 | 0 |  + 216WA : 0
L -
] 1 1.
“2Aq - A27g 0 \ ~(2Aq + A2A5)wy .0
| 1 !
-- - 0" - - - -t - - -0 0" y - - ---------- - =" T
0 : —2A6 - A A7 - AA861H : -A Ag - A AIOWA - AA1161H : 0
e = = aa = = e = m e = - | B . T T I I = = =
I 1 N I
B = ' . 2A15 + A2A18 - (2 + AzAlg)Nx .
1= 1 A2A9 - A2A14W1& 1 p) " 2 !
0 . , + (A Agg - 2A16)WA + A%Ag1wWp 9
! + AA110; ! !
' o vy (PR Ay, 4 AA 5 '
. , T\ tAfet A823WAINH
— - - o = = I e e e e m - - - - I e o b o e e e e o e e e = = - e = -
1 1 9 !
0 | 0 I -ZDX - A A24 1 Az
1 1 1
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' AAg 1 " AAg ' AA5
A 1 D) i (WA + TWA)AI t 5 1 )
1 1 i
- _l ------ - - - - - - - - s T T Tt 1 - -
AAg , , AAZWA :
) . e | T2 ; 0
- = e = e e = e - - e = - - - LI . |l = - = -
1 1 - " 1
Ci = ) v -A1g5 + Ny + Aqgwp .
17 1 1 1
A '
1 ] 1
, L, A IESQ—I)H - bygp - 5g1+1)H:l ,
] ] A 4 1 4 1
e = e e e e - o L L ) - m = -
] 1 ]
) AAqg | 0 | _X AAgWA ' 0
2 i 1 2 !
where the subscript H of the Kronecker delta is as defined by equation (19).
For smeared rings:
1 AA3 1 A 1 AA5
Al 1 T T 1 (WA - EWA)A]. ) A4 v T T
__________ l— - _ _I_ S _l_ - - .
1 ] ]
AAg . AAg
—9 A 1 —w ! 0
2 . 6 . 9 A .
---------- S
Aj= ' L oAqs + Ny + Aqgwih ,
1- - + + w
A ) t ! 15 X 16WA ]
E(A13WA - A].Z) 1 0 ' A . . A17 1 -1
: v+ 3 (MIWA - Ag)wa - ==
1 ] 1
________________________________ -
Alg : 0 : = AAgwWa . 0
2 ' 1 X 2 '
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1 ] ]
-2Aq - A2y 0 : ~(2a1 + AzAz)w N . 0
] 1 ]
--T - - - =- - - - T - - T g - - - -- - =" S - °°-° H -0 T
AZA . A2A
0 ! -2A6 - A2A7 - —l—8— ! -AzAg - A2A10WA - lll 0
] ] 1
- - . . = - - I = o e - ma - a - = - T e TS | = = -
] 1 ]
' ‘2815 + A%A1g - (24 AZAj)Ny
i 1 ]
2 2 "
0 : A%Ag - A“Aqawp : + (A2A20 - 2A16)WA : 9
AZp A A
! 11 '+A2A21WA+2—11+ aZ 222 !
1 l I 2 l l 1
' i A%Ag3 W '
1 1 l 1
e e e - - oo L L ] - - -
1 ] ]
0 - 0 ! -2Dy - a%Ay, 1 a2
1 ] ]
- -
A : AAg : - AMg ' AAjp
— pum—_ — 1 —
1 , 3 , (i + FwAjAL+ L T2
__________ = = = = = =)= = =7 == == & s s s s === “=q@=°===+=
AN ' 1 AAgwp t
- T3 . Ag . - g i 0
] I ]
""""" 1= - - - - "44- - - - - - - =--T - - -- - - - -=-°
1 1 - " 1
" ' 1 -A15 + Nx + A1gwp .
=12 - Arawa) 0 A " TS | !
' v - S(A13wWA - Arg)wA - ——
1 ] 2 l ]
---------- Im= = = = = == = = = = = = = = = = = = = =4|= = = = =
1 ] 1
- é./_\ﬁ | 0 I _X - AAIGWA | 0
2 1 ] 2 1
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The coefficient matrices ;‘O(k)’ E’O(k)’ and Eo(k) appearing in equations (40)

and (41) are as follows:

—— E
- 0
Ag
_ |0 "2
AO(k) =
0 0
AA
16 0
2
0 A2A14 A2A12 + A16
B RRST 0 ~AAjQWA
Boyk) = @
0 0 0
0 0 -2D, - A2A
X 24
L
AA
13
5 0
Ag
_ |0 3
CO(k) =Q
0 0
AAM1g
- =9 0
2
where
aly 0
_ @22
Q=
0
0 0

AA13 .
-—5—wA - Mg
0
0
0
0T 1- &11 0
0 0 1- g9
+
0 0 0
A2 0 0
4 L
AA
—Ewi - a16
0
0
2Dy
0 0o |
0 0
0 0
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The elements a7, @99, and ayy of the selection matrix @ take on the value 1 or 0
depending upon the prescribed boundary conditions. The selection matrix a is used to
select the prescribed boundary conditions in the following manner: if @y, dgg, Or
@44 equals 1, then Nxp =0, Nxyp=0, or wp y=0, respectively; andif &13, dgg,
or 044 equals 0, then ugp =0, vg=0, or MXB = 0, respectively. For the simple-
support boundary conditions considered herein (NXB =0, vg=0, MXB = 0), agyp =1,
G99 =0, and a4y = 0, respectively.

The coefficients Fy, Fy, . . ., Fi1 appearing in equations (C6) are as follows:

- Exfl rm EgAgZg (r_wf’
3TR( - fixfly) @ d \a
Fyp = EX n\2 T 2
47T nxny(ﬁ) + Gry(7)
2
S
E,n

= 2
D EJde EJALZ 4 2D Gl 2, \2
F8=< x ,DIss s ss)(rw) +< xHy + 9Dw + ss)(;;)(r:)

50



APPENDIX D

51



10.
11.
12.
13.

14.

52

REFERENCES

. Van der Neut, A.: The General Instability of Stiffened Cylindrical Shells Under Axial

Compression. Rept. S. 314, Nat. Aeron. Res. Inst. (Amsterdam), 1947.

. Baruch, M.; and Singer, J.: Effect of Eccentricity of Stiffeners on the General Insta-

bility of Stiffened Cylindrical Shells Under Hydrostatic Pressure. J. Mech. Eng.
Sci., vol. 5, no. 1, 1963, pp. 23-27.

. Block, David L.; Card, Michael F.; and Mikulas, Martin M., Jr.: Buckling of Eccen-

trically Stiffened Orthotropic Cylinders. NASA TN D-2960, 1965.

. McElman, John A.; Mikulas, Martin M., Jr.; and Stein, Manuel: Static and Dynamic

Effects of Eccentric Stiffening of Plates and Cylindrical Shells. AIAA J., vol. 4,
no. 5, May 1966, pp. 887-894. :

. Hedgepeth, John M.; and Hall, David B.: Stability of Stiffened Cylinders. AIAA J.,

vol. 3, no. 12, Dec. 1965, pp. 2275-2286.

. Stuhlman, C.; DeLuzio, A.; and Almroth, B.: Influence of Stiffener Eccentricity and

End Moment on Stability of Cylinders in Compression. AIAA J., vol. 4, no. 5,
May 1966, pp. 872-871.

. Card, Michael F.; and Jones, Robert M.: Experimental and Theoretical Results for

Buckling of Eccentrically Stiffened Cylinders. NASA TN D-3639, 1966.

. Peterson, James P.; and Anderson, James Kent: Bending Tests of Large-Diameter

Ring-Stiffened Corrugated Cylinders. NASA TN D-3336, 1966.

. Stein, Manuel: The Influence of Prebuckling Deformations and Stresses on the Buck-

ling of Perfect Cylinders. NASA TR R-190, 1964.

Almroth, B. O.: Influence of Edge Conditions on the Stability of Axially Compressed
Cylindrical Shells. NASA CR-161, 1965.

Block, David L.: Influence of Ring Stiffeners on Instability of Orthotropic Cylinders in
Axial Compression. NASA TN D-2482, 1964.

Budiansky, Bernard; and Radkowski, Peter P.: Numerical Analysis of Unsymmetrical
Bending of Shells of Revolution. AIAA J., vol. 1, no. 8, Aug. 1963, pp. 1833-1842.

Cooper, Paul A.: Vibration and Buckling of Prestressed Shells of Revolution. NASA
TN D-3831, 1967.

Stein, Manuel; and Mayers, J.: A Small-Deflection Theory for Curved Sandwich
Plates. NACA Rept. 1008, 1951. (Supersedes NACA TN 2017.)



15, Potters, M. L.: A Matrix Method for the Solution of a Linear Second Order Difference
Equation in Two Variables. MR 19, Math. Centrum (Amsterdam), 1955. (Reviewed
by J. M. Hedgepeth in Appl. Mech. Rev., vol. 9, no. 3, Mar. 1956, p. 93.)

16. Blum, Robert E.; and Fulton, Robert E.: A Modification of Potter's Method for Solving
Eigenvalue Problems Involving Tridiagonal Matrices. AIAA J., vol. 4, no. 12,
Dec. 1966, pp. 2231-2232.

17. Foppl, L.: Achsensymmetrisches Ausknicken Zylindrischer Schalen. S.-B. Bayr.
Akad. Wiss., 1926, pp. 27-40.

53






TABLE I.- BUCKLING CALCULATIONS FOR SIMPLY SUPPORTED

AXTIALLY COMPRESSED RING- AND STRINGER-STIFFENED

Number of
rings

N

1T DD W N = O

I D WwN = O

ISOTROPIC CYLINDERS

Discrete rings,
"exact"
prebuckling
deformations

ﬁx/Ef n

0.00085 16
4.00238 18
2.00284 19
.00320 7
.00353 6
.00376 6
.00391 6
.00403 6

0.00017 16
2,00041 27
a.00068 62
2.00095 89

a,00129 | 112
a.00162 | 138
a,00214 | 162
a,00263 | 183

Smeared rings,

"exact" Discrete rings, "Classical"
buckli ""classical” theory of -
dlgg rlrifatilgr%s theory reference 3
Ny /Ef n Ny [Et n Ny / Et | n
Rings external; stringers external
0.00085 16 0.00058 19 | 0.00058 | 19
.00314 6 200134 25 | 2,00134 | 25
.00323 7 2.00241 26 | 2.00241 | 26
.00351 7 4.00361 18 | 2.00361 | 18
.00368 6 .00447 7 .00447 7
.00382 6 .00463 7 .00463 i
.00395 6 .00478 7 .00478 7
.00415 5 .00493 5 | .00493 | 5
Rings intefnal; stringers internal

0.00017 16 0.00022 15 | 0.00022 | 15
.00211 9 a4,00064 17 {2.00064 | 17
.00242 8 2,00139 18 | a.00139 | 18
.00262 8 a.00244 19 | 2.00244 | 19
.00281 8 .00299 7 .00299 7
.00293 8 .-00309 7 .00309 7
.00297 8 .00320 7 .00320 7
.00304 8 .00329 8 .00329 8

4Buckling in panel-instability mode.
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TABLE II.- BUCKLING CALCULATIONS FOR SIMPLY SUPPORTED AXIALLY

COMPRESSED RING-STIFFENED CORRUGATED CYLINDERS

Discrete ring

5,

Smeared ring

S,

Number of "exact" "exact"
rings prebuckling prebuckling

deformations deformations

N Ny/Ex | n Ng/Ex | n
Rings internal
0 0.00050 0 0.00050 0
1 .00096 6 .00098 6
2 .00115 6 .00116 6
3 .00133 6 .00133 6
4 .00149 6 .00150 6
5 .00166 6 .00166 6
6 .00182 6 .00182 6
7 .00198 6 .00198 6
Rings external

0 0.00050 0 0.00050 0
1 a,00197 0 .00290 0
2 .00326 0 .00337 0
3 .00380 0 .00383 0
4 .00428 0 .00429 0
5 .00474 0 .00475 0
6 .00520 0 .00521 0
7 00567 | O 00567 | 0

56

aBuckling in panel-instability mode.

Discrete rings,
"classical"
theory

I:IX / Ex n

0.00050
.00097
.00116
.00133
.00150
.00166
.00182
.00198

1= I~ < S "~ NFe N~ Sl =)

0.00050
24.00197
.00336
.00383
.00429
.00475
.00522
.00568

O O OO O o o o

"Classical"
theory of
reference 3

I:TX/EX n

0.00050
.00098
.00116
.00133
.00150
.00166
.00182
.00198

DO DD OO

0.00050
24.00198
.00337
.00383
.00429
.00475
.00522
.00568

O O OO o o o oo




TABLE IIl.- INFLUENCE OF ECCENTRICALLY APPLIED COMPRESSIVE

LOADS ON BUCKLING LOADS OF SIMPLY SUPPORTED

STRINGER-STIFFENED ISOTROPIC CYLINDERS

8/h R, [ER n
Stringers internal
1.0 0.000111 17
0 .000171 16
-1.0 .000298 14
-2.0 .000489 13
-3.0 .000618 13
-4.0 .000649 16
-5.0 .000630 16
-6.0 .000599 17
Stringers external

2.0 0.000220 26
1.5 .000312 24
1.0 .000494 20
.5 .000740 1

0 .000851 16
-.5 .000841 19
-1.0 .000724 32
-1.5 .000628 36
-2.0 .000557 41
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Figure 1.~

Geometry of eccentrically stiffened cylinder.




010 ). 400
(0.25) (10.16)

2.00 le—
(5.08)

Ring section

" (a) Ring-stiffened corrugated cylinders. a =200 in. (508 cm).

. 250 _}
l (6.35) / StrinQEr
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(0.25) ’J 0.90 —.| |<_ Stringer section
R = 200 (508) (2.29)
(g-;g) . 2h =200
: (5.08)
.
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(b) Ring- and stringer-stiffened isotropic cylinder.
a = 200 in. (508 cm). (See fig. 2(a) for ring section.)

Figure 2.- Dimensions of stiffened cylinder. Dimensions are in inches.

(Parenthetical dimensions in cm.)
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O Discrete rings ("exact”" prebuckling deformations)
A Smeared-out rings ("exact" prebuckling deformations)
O Discrete rings ("classical" theory)
--- Panel instability
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Figure 3.- Buckling predictions for simply supported axially compressed isotropic

cylinders stiffened by internal rings and internal stringers.
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Figure 4.- Buckling predictions for simply supported axially compressed isotropic
cylinders stiffened by external rings and external stringers.
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O Discrete rings ("exact" prebuckling defor mations)
A Smeared-out rings ("exact” prebuckling deformations)

.006
O Discrete rings ("classical” theory)
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Figure 5.- Buckling predictions for simply supported axially compressed ring-stiffened
corrugated cylinders.
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Figure 6.- Influence of eccentrically applied compressive loads on the buckling loads of simply supported stringer-
stiffened isotropic cylinders.
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Figure 7.- Buckling of axially compressed integrally stiffened cylinders.
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(a) Prebuckling shape; external rings and external stringers.

-0 b

@i\

(b) General instability; external rings and external stringers.

Figure 9.- Prebuckling and buckling shapes of simply supported ring- and stringer-
stiffened isotropic cylinders with four rings.



(c) Prebuckling shape; internal rings and internal stringers.
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(d) Panel instability; internal rings and internal stringers.

Figure 9.- Concluded.
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Figure 10.- Prebuckling shapes for simply supported stringer-stiffened isotropic cylinders with eccentrically
applied compressive loads.
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Figure 11.- Buckling shapes for simply supported stringer-stiffened isotropic cylinders with eccentrically applied

compressive loads.
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